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1. PURPOSE. This advisory circular (AC) provides infannation concerning 
preventive maintenance, who m y  perform it, the standards of performance 
applicable to it, authority for apprwing aircraft for return to service, and 
the applicable moording requirements. This AC also clarifies those areas rrost 
frequently misunderstood in the past, and explains the mcent dmnges in the 
rules aoncerning preventive maintenance. 

2. CANCELLATION. AC 43-12, Preventive Maintenance, dated July 16, 1976, is 
canceled. 

3. REIATED FEDERAL AVIATION REGUIATIONS ( FAR). Part 1, Definitions and 
Abbreviations, .Section 1.1; Part 43, Maintenance, mventive Maintenance, 
Rebuilding, and Alteration; Part 61, Certification: Pilots and Flight 
Instructors; and Part 145, Repair Stations. 

a. The holders of rnechariic and repairman certificates, persons working 
under the supervision of these mechanics and repairmen, repair stations 
certificated under Part 145, and air carriers certificated under Part* 121, 127, 
and 135, are authorized to perform preventive maintenance. These persons are 
also authorized to perform other maintenance. Therefore, it is of little 
consequence to them haw a particular function is classif fed, sine they are 
authorized to perform the functian as either preventive maintenance or as ather 
maintenance. Further, the w d u m s  used in apgruving for return to service 
and recording a m  identical. This AC will, therefore, consider preventive 
maintenance fran the awners/opetrators point of view. 

b. PAR Part 1, Section 1.1, defines preventive mintenam as '. . . 
sFnple a minor preservatim aperations and the mplacement of am11 standard 
parts not invglving ocnplex assably aperat ions. " 

(1) FAR Part 43, Appendix A, paragraph (c) cantaim the list of thaw! 
functions determined by the FAA to met this def init im. If a funct i m  does not 
appear in this list, it is not preventive mintenanoe. Purther, becauae of 
differences in aircraft, a fun& ion m y  be prewntiw maintenance on cne 
aircraft and not on amther. To provide for this, paragraph (c) contains the 
limitation, 'provided it W s  not involve q l e x  assenbly aperatians' on the 
aircraft involved. Owners and pilots rmst use good judgmnt in determining that 
a specific function may appropriately be classified as preventive mintenance. 



( 2 )  A Pi lo t  may not perfonn preventive maintenanoe cn a i r c r a f t  used 
under Pa r t s  121, 127, or 135, even when the p i lo t  cmns the a i rc ra f t .  

c. Brsons authorized to perfonn preventive maintenance. In addition to 
those pensons listed i n  paragraph 4a of t h i s  AC, Section 43.3(g) authorizes the 
holder- of a p i l o t  art i f  icate issued under Part 61 to perform preventive 
maintenance. Section 43.7 l imi t s  the privilege to persons holding a t  least a 
pr iva te  p i l o t  oe r t i f  icate and Section 43.5 prohibits  operation of the a i r c r a f t  
unless -roved f o r  re turn to service. Further, p i l o t s  m y  only approve fo r  
re turn  to service preventive maintenance which they themelves have 
acoorrplished. 

d. Applicable performance standards. 

(1) FAR 43.13 requires preventive mintenance t o  be done using 
1 methods, techniques, and pract ices  acceptable to the Administrator. These are  

normally set for th  in  the-mnufacturer ' s  maintenance mnuals;  however, sam m y  
be found i n  AC's published by the FAA. 

( 2 )  FAR 43.13 requires the use of the too ls ,  equipment, and test 
apparatus necessary t o  assure cargletion of the work in  accordance w i t h  accepted 
industry practices. This  mans  tha t  the proper tools and test apparatus mst be 
used. Normally these are l i s t ed  as part of any FAA-approved manufacturer's 
maintenance l i t e ra ture .  

( 3 )  FAR 43.13 also requires that any special  equiprent reoamnended by 
t h e  manufacturer ar its equivalent mst be used i n  a manner acceptable to the 
Acfninistrator. This prwis-ion is -re di rec t ly  applicable to mintenance than 
preventive! maintenanae. HckJever, it may aane into play. Therefore, cmners and 
p i l o t s  should be aware of it. 

( 4 )  Additionally, Section 43.13 requires tha t  the work performed and 
t h e  materials used a re  to be such as to errsure t h a t ,  when the work  is finished, 
t h e  item worked on is at l ea s t  equal to its original  amdition.  Caution nust  be 
exercised because scnre functions which appear to be sinple tasks m y ,  in  f ac t ,  
be qu i te  oarglicated. Care should be taken t o  ensure that the m u f a c t u r e r  's 
inst ruct ions  are understood, the function is within the individual's capabil i ty,  
within the defini t ion of preventive maintenam, and that it is listed i n  
paragraph ( c )  of Appendix A of Part 43. 

e. M i n q  prewnt ive  maintenance. Preventive maintenance mst be 
reoorded i n  .acoordanoe with Section 43.9 of FAR Par t  43. This is done by 
enter ing i n  the mintenanoe ~ e o ~ r d ,  of the item worked on, the follcming: 

(1) aA description (or refemnoe to da ta  acceptable to the 
AcMnistrator)  of the work p e r f ~ r m e d . ~  This should indicate what was 
done and how it was done. This is narrnally quite sinple for  preventive 
maintenance; however, i f  the description is extensive, mferenoe to docunrents 
containing tha t  description is acceptable. These m y  be manufacturer's 
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manuals, X's, or other documents or refemnoes oontaining data acceptable to 
the Administrator. If writs other than types which are in oomron use are 
referenoed, the cbcumnt should be mde a part of the naintenance record, as 
required by Section 43.9(a)( 1). 

( 2 )  .?'he date of carpletion of the work  performed.' This is self 
explanatory and is the date an which the entry is made, as w i r e d  !JY Section 
43.9(a)(2). 

(3) The kind of a i m n  certificate exercised. bhen preventive 
maintenanoe is performed as authorized in Section 43.3(9), the oertif icate may 
be indicated in any manner which would be clear to the reader. For exanple: PP, 
CP, or ATP might he used to indicate private, carmercial, or airline transport 
pilot, respectively. The oertif icate h r  is that &r displayed an the 
certificate being exercised. Affixing a signatu* to the entry, which describes 
the work acarrplished, constitutes approval for return to service, as required 
by Section 43.9(a1(4). 

NCn'E: Sin- avners&ilots are not authorized to approve work 
accafglisbd by others, Section 43.9(a) (3) is not applicable when 
preventive mintenan9 is perfond by the holder of a pilot's 
certificate. 'Ihe holder of the pilot's oertificate &ing the work 
is the only person who can sign the approval for return to service. 

f. ?he chanqes to Section 43.9 which require preventive rrraintenance to be 
recorded became effective October 15, 1982 (Ame-nt 43-23, 47 FR 41076; 
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September 16, 1982). 01 this same date, the list of item oonsidered to be 
preventive maintenance in Appendix A of Part 43 was expanded. 'Ib of the item 
warrant discussion. ' 

(1) Item 25 (Part 43, Appendix A, paragraph (c) ). This item deals with 
the assenbly o f e r s  and has been an the list of preventive mintenance for 
sane time. The new =cording requiresnents, b v e r ,  significantly affects this 
itan. The  recording requirements are intended to provide continuity in the 
maintenana reaord and to ensure that the person performing preventive 
maintenance assumes responsibility for the work perfonmd. An entry for the 
asmnbly after required inspection ensures this assunption of responsibility. 
Repeated entries are required each time a persar assembles the aircraft for 
aperation. The assembly mst be recorded and the aircraft appmved for return 
to service in accordance with Section 43.9 by a person authorized in 
Sectim 43.7. 

(2) Item 28 (Part 43, Appendix A, paragraph (c 1 1. 'Ihis item deals with 
the i m t a l l a t ~ b a l l o o n  baskets and burners specifically &signed for quick 
m a 1  and installation. Such disasdly and assembly is neoessary to 
facilitate transporting the balloon either to the launch site or after a flight 
is terminated. The assmhly -ration is preventive maintenance and subject to 
the provisions of !Sections 43.3, 43.7, and 43.9. As required by Section 43.l(b), 
entries are requimd for assenbly cperations m all balloons except those 
certificated in the experimental category which have - rot been previously 
cert if icated in another category. 
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g .  Items 6 and 23 (Part 43, Appendix A, paragraph ( c ) ) .  'Ihese item 
permit the  draining and reservicing of o i l ,  and the remval ,  cleaning and 
re ins ta l la t ion  of  oil  screens, f i l t e r s ,  and strainers  i n  an a ircraf t  oil 
system to be done as preventive xmintenance, and are subject t o  the provisions 
of Sections 43.13(a)  and (b). 

Joseph A .  Pontecorvo 
Acting Director of Airworthiness 
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